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FOREWORD 

This Indian Standard was adopted by the Bureau of Indian Standards, after the draft finalized by the 
Farm Transport Equipment Sectional Committee had been approved by the Food and Agriculture 
Division Council, 

The carts drawn by the use of animal power are still the major means of transport. They are mainly used 
for transportinjg farm produce but often they are also popular especially in the rural areas as the means 
of passenger transport. Although initially such carts were assembled by village craftsmen, lately the pro- 
duction of such carts is fast getting organized and the assembly of the same is taken care of by technically 
trained manpower. A need, therefore, was felt to formulate Indian Standards for such carts mainly with a 
view to reduce variety, achieve rationalization and promote interchangeability. This standard has been 
brought out in two parts. The Part 1 of this standard specifies the requirement of carts drawn by cattle, 
donkey and mule. 

In preparation of this standard, assistance has been obtained from Rajasthan Agricultural University, 
Bikaner. 

For the purpose of deciding whether a particular requirement of this standard is complied with, the final 
value, observed or calculated, expressing the result of a test or analysis, shall be rounded off in accordance 
with IS 2 : 1960 *Rules for rounding off numerical waluts { revised y , The number of significant places 
retained in the rounded off value should be the same as that of the specified value in this standard. 
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1 SCOPE 

This standard specifies material, constructional 
and other requirements of camel drawn vehicle 
fitted with pneumatic tyres. 

2 REFERENCES 

The following Indian Standards are necessary 
adjuncts to this standard: 



IS No, 
4930: 1985 



12917 

( Part I ) : 1990 



Title 

Specification for axle assembly 
for pneumatic wheeled animal 
drawn vehicles ( first revision ) 

Specification for conventional 
animal drawn vehicle : Part 1 
Cattle, donkey and mule 



Table 1 Material Requirements of Various 
Components of Camel Cart 

(Clause 5.1 ) 



3 TYPE 

Two wheeled camel cart. 

4 TERMINOLOGY 

4.1 Tyre Weight of Cart 

The weight of the empty cart without any load, 
operator and animals bat includiag weight of the 
axle, wheel, pull beam and yoke, 

4.2 Gross Weight of Cart 

The weight of the cart with loaded material 
including the weight of the operator but without 
the weight of the animals. 

4.3 Pay Load Capacity 

The net weight carrying capacity of the cart i.e. 
maximum mass of the material that could be 
loaded in the cart, 

5 MATERIAL 

5.1 The materials for some of the components 
of camel cart shall be as given in col 3 of Table 1, 
The material for axle assembly including wheel 
shajl be as given in IS 4930 : 1935. 

6 CAPACITY 

The load carrying capacity of the vehicle shall 
be up to 2 tonnes. The declared capacity shall not 
vary by ± 5 percent. 



SI No. 


Components 


Material Used 


(1) 


(2) 


(3) 


1. 


Body frame 


Hard wood beams and iron 
angle 


2. 


Main fr^me 


Hard wood and iron angle 


3. 


Cross beams 


Hard wood 


4. 


Axle mounting 
brackets 


Hard wood 


5. 


Platform 


Hard wood 


6. 


Side panels 


Hard wood 


7. 


Wheel 


Hard wood/mild steel/wood 
with steel rim/wheel with 
rubber covered rim 


8. 


Pull beam 
supporter 


Hard wood 


9. 


pull beam 


Hard wood/naild steel 


10. 


Axle support 


Mild steel 


11. 


Yoke 


Hard wood 



7 DIMENSIONS 

7.1 Dimensions given under 7.1.1 to 7.1.9 shall 
not in any way infringe the rules and regulations 
ol the local transport authority. 

7.1.1 The overall width of the camel cart mea- 
sured between the extreme points shall range 
between 1-5 m to 1*75 m ( see A in Fig. 1 ). 

7.1.2 The overall length of the platform shall be 
between 1'6 to 1-75 m ( see B in Fig. 1 ). 

7.1.3 The height of the camel cart with tyres 
inflated at the recommended pressure, when 
measured from the level supporting surface to the 
platform shall be between 1'03 m to 1-07 m 
( see C in Fig. 1 ), 

7.1.4 The height of the camel cart with tyres 
inflated at the recommended pressure when mea- 
sure from the level supporting surface to the top 
of side boards shall range between 1*28 m to 
1 32 in {see Din Fig. 1 ). 



7.1.5 The distance 
pull beam shall be 
Gin Fig. I ), 



from the front edge to the 
between 1*85 m to 2 m ( see 
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7.1.6 The height of the drawn attachment shall 
range between 1*5 to 1-65 m { see L in Fig. 1 ). 

7.1.7 The horizontal distance between the drawn 
attachment and center of axle shall range bet- 
ween 2-7 m to 2-9 m { see H in Fig. I ). For two 
wheeled cart the axle should be fitted calculating 
the weight of the yoke so that the complete cart 
remains balanced i.e. distance { B + G ) — H 
in Fig. 1 is directly proportional to the weight of 
the pull beam. 

7.1.8 The ratio of L to H shall range between 
0*55 to 0-57. 



7.1.9 The ground 
shall be kept. 



clearance of 0*43 to 0-48 m 



8 CONSTRUCTIONAL REQUIREMENT 

8.1 The loading platform may be plain and 
provided with hinged or fixed side boards. 

8.2 The cart shall be provided with lashing hooks 
for tying down the load. 

8.3 The cart should have suitable breaking 
arrangement to facilitate manourability in different 
terrains. 

9 OTHER REQUIREMENTS 

9.1 Suitable tool box should be provided with 
the cart. 
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ELEVATION 
Fig- 1 Two Wheeled Camel Cart 
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'9,2 The cart shall be fitted with two red colour 
reflectors at rear sides and two red colour refec- 
tors on the front side at distance not more than 
150 mm from extreme ends to the cfentre of 
reflectors. The reflectors should be circular or 
rectangular with not less than 3 000 mm^ area. 

9.3 The cart shall be provided suitable arrange- 
ment in the front and rear for keeping the cart 
in level position when detached from the animal. 

9.4 All parts requiring lubrication shall be pro- 
vided with suitable arrangement which should be 
easily accessible. 

10 WORKMANSHIP AND FINISH 

10-1 All sharp edges and corners shall be roun- 
ded off. 



10.2 All wooden and metal surfaces shall be 
covered with a coat of suitable preservatives. 
The metal parts should be derusted, treated with 
anticorrosive material and an appropriate primer 
before painting. 

11 MARKING 

11.1 The cart shall be marked with the following 
particulars: 

a) Manufacturer's name or trade^mark, if any; 

b) Unladden mass; 

c) Capacity; and 

d) Batch or code number. 

11.1.1 The cart may also be marked with Stan- 
dard Mark, details for which may be obtained 
from Bureau of Indian Standards* 



standard Mark 

The use of the Standard Mark is governed by the provisions of the Bureau of Indian 
Standards Act, 1986 and the Rules and Regulations made thereunder. The Standard Mark on 
products covered by an Indian Standard conveys the assurance that they have been 
produced to comply with the requirements of that standard under a well defined system of 
inspection, tosting and quality control which is devised and supervised by BIS and operated 
by the producer. Standard marked products are also continuously checked by BIS for con- 
formity to that standard as a further safeguard. Details of conditions under which a licence 
for the use oft he Standard Mark may be granted to manufacturers or producers may be 
obtained from the Bureau of Ihdian Standards. 



0$ Indian Stnndnrds 

BIS is a statutory institution established under the Bureau of Indian Standards Act, 1986 to ptomote 
harmonious development of the activities of standardization, marking and quality certification of goods 
and attending to connected matters in the country. 

Copyright 

BIS has the copyright of all its publications. No part of these publications may be reproduced in any 
form without the prior permission in y/riting of BIS. This does not preclude the free use, in the course of 
implementing the standard, of necessary details, such as symbols and sizes, type or grade designations. 
Enquiries relating to copyright be addressed to the Director ( Publications ), BIS. 

Revision of Indian Standards 

Indian Standards are reviewed periodically and revised, when necessary and amendments, if any, are 
issued from time to time. Users of Indian Standards should ascertain that they are in possession of the 
latest amendments or edition. Comments on this Indian Standard may be sent to BIS giving the 
following reference: 

Doc:No. FADC 37(4180) 
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